
CALIFORNIA REGIONAL WATER QUALITY CONTROL BOARD
SAN FRANCISCO BAY REGION

ORDER NO. 87-22

SITE CLEANUP REQUIREMENTS FOR:
SAFETY-KLEEN CORPORATION AND
JOHN BERTOLOTTI (REAL PROPERTY ASSOCIATES)

FOR THE FACILITY LOCATED AT:

3461 WOODWARD AVENUE
SANTA CLARA
SANTA CLARA COUNTY

The California Regional Water Quality Control Board, San
Francisco Bay Region, (hereinafter called the Board) finds that:

1. Safety-Kleen Corporation (Safety-Kleen), a national solvent
supplier and reclaimer, operated a service facility in the
City of Santa Clara, Santa Clara county, from 1977 to 1984.
The facility occupies approximately one-third of an acre of
land at 3461 Woodland Avenue and is located about one-half
mile west of the Guadalupe River. John Bertolotti (Real
Property Associates) owns the property and leases it to
Safety-Kleen, although Safety-Kleen operations ceased in
1984 and all equipment associated with Safety-Kleen's
operation has been removed from the site.

2. Safety-Kleen and John Bertolotti (Real Property Associates)
are jointly considered dischargers.

3. Safety-Kleen installed two 15,000 gallon underground steel
tanks in 1977 to store clean and spent sol vent. From the
clean solvent tank, solvent was pumped, via approximately 60
feet of galvanized steel underground piping, to a nozzle
controlled hose and emptied into drums for distribution.
Spent solvent, associated solids and oil and grease, were
emptied from drums into a screened dumpster. The liquid
portion flowed through approximately 110 feet of galvanized
steel underground piping to the spent solvent tank. The
dumpster sludge was stored in 16-gallon drums in a warehouse
onsite. Tanker trucks operated by Safety-Kleen emptied the
spent solvent tank and filled the clean solvent tank via
fill pipes leading to the tanks.

4. Investigations conducted to date indicate that subsurface
pollution resulted from spillage of solvents into the soil
surrounding the fill pipe area leading to the tanks in front
of the site and spillage from the spent solvent dumpster to
the fill pipe in the rear of the site. When unloading spent
solvent, the dumpster was not always aligned with the
fill pipe and spillage occurred onto the surrounding soil.
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